Compact Power.
Endless Possibilities.

30KW HIGH POWER DENSITY MICROTURBINE

OUTPUT - 30kW - 208V - 3Ph
DIMENSIONS - 15"W x 30"L
WEIGHT - 150LBS

SIZE: 15" Wx 30" L
OPERATING SPEED - 90K RPM
GEAR LESS/ OIL LESS SYSTEM

JET-A

P8

DIESEL
BIO-FUELS
NATURAL GAS

GENERAL AVIATION

UNCREWED SYSTEMS

DIRECTED ENERGY WEAPONS,
REMOTE & OFF GRID OPERATIONS
COMMERCIAL & INDUSTRIAL
ELECTRIC MOBILITY



30KW HIGH POWER DENSITY MICROTURBINE
FOR UNMANNED DRONES/UAVS

The KW Microturbine is a U.S. designed, manufactured and assembled power generation solution,
producing 30 kW at just 150 Ib. Built for general aviation, advanced air mobility, and uncrewed
aircraft systems, this gearless, oilless turbine is both lightweight and high-performance.
Operating at 90,000 rpm, it runs on Jet A, JP8, Diesel, Bio-Fuels, and Natural Gas, with potential for
sustainable aviation fuel compatibility. Innovative foil-air bearings, 3D-printed components, and
advanced heat exchangers enhance efficiency, while its simple maintenance design and
electronic controls ensure reliability. The scalable turbine is also being explored for military
applications, including directed energy weapons. With USA-made quality and advanced
technology, KW Micro Turbine delivers unmatched power, efficiency, and versatility for

next-generation aerospace and defense.

TECHNICAL DATA KEY COMPONENTS

POWER GENERATION: 30 KW OF POWER

WEIGHT: 150 LB.

SIZE: 15" WX 30" L

DESIGN: GEARLESS & OILLESS

SPEED: 90,000 RPM.

FUEL: JET-A, JP8, DIESEL, BIO-FUELS, NATURAL GAS

CHARACTERISTICS

BEARINGS: FOIL-AIR BEARINGS.

3D-PRINTED COMPONENTS: INTERNAL PASSAGEWAYS

TURBINE RECOUPERATOR: PREHEATED AIR CHANNELS
CONTROLLER: FADEC

SCALABILITY: UNITS CAN BE COMBINED FOR HIGHER OUTPUTS
USES: GENERAL AVIATION, UNCREWED SYSTEMS, DIRECTED ENERGY,
COMMERCIAL & INDUSTRIAL, ELECTRIC MOBILITY,

REMOTE & OFF GRID OPERATIONS
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